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Golden View Technology is leading Bluetooth product and wireless communication
product developing company. And mainly designs and develops Bluetooth products
and GSM/GPRS wireless products. R&D and OEM center is located in Shenzhen... ...

Mission Statement
The company inherits the management theory of “creates value for customer”, to
help everyone to enjoy the digital & wireless life.
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Personal Tracker

\ /
~—SIMCom GT100 is a powerful A-GPS Locator with mini size, light weight and superior
sensitive receiving ability, fast TTFF. The GT100 has 4 presetting phone numbers and 1
emergency button supporting voice call. its location can be real time tracked through
internet or specified terminals. The user can communicate with the service server
through GPRS/GSM network, transfer alarms of Emergency, Shock, Geo-fencing,

Remote Control, Over-speed and Lower power, and track the contrail history of the
terminal through USB Jack or website.

Technical Specifications A-GPS
» (Juad-Band GEM/GPRS 850/200/1800/1800MHz « SUPL 1.0 (SUPL 2.0 upgradeable)
+ Compliant ta GSM phase 2/2+
-Class 4 {2W @ S00MHz) Alarm
-Class 1 (1W @ 1800/1500MHz) + Geo-fencing alarm
« Dperating temperature range: -10°C to +50°C » Bhock alarm
« Backup batteries, 1100mAR « Remote control alarm
+ Dimensicn; 8Bmmx48mmx16 Bmm « Mation/Shock/Acceleration Sensor
* Weight: 80g
GPS

+ GPS Chipset SiRF Star il

» Channels: 20 channel all-in-view trackng
* Reacquisition: 0.1 sec . average

« Hot-start: 1:sec.. averaga

« Warm start: 38 sec.. average

« Cold start: 42 sac. average

SIMCom GT200 is an upgrading version of GT100 with LCD display screen, which has 4
presetting phone numbers and 1 emergency button supporting voice call. Its location
can be real time tracked through internet or specified terminals. The user can communi-
cate with the service server through GPRS/GSM network, transfer alarms of Emergency,
Shock, Geo-fencing, Remote Control, Over-speed and Lower power, and track the
contrail history of the terminal through USB Jack or website.

Technical Specifications A-GPS
« Tri-Band GEM/GPRS 850/1800/1900MHz or * SUPL 1.0 (SUPL 2.0 upgradeahle)
GESMIGPRS 200/1800/1900 MHz
= Complianl to GSM phase 2/2+ Alarm
-Class 4 (2W @ 500MHz) « Geo-fencing alarm
-Class 1 (1W @ 1800/1500MHz) = Shock alarm
« Operating temperature range. -10°C ta +50°C * Remote control alarm
« Backup batteries’ 1100mAR + Motion/Shock/Acceleration Sensor

- LCD Screen
« Dimension; BSmmx4& mmxi6.8mm
= Weight 35g

GPS
» GPS Chipsel SIRF-Star Il
» Channels: 20 channe! all-in-view tracking
« Reacquisition: 0.1 sec., average
= Hot start 1 se2c., average

+ Warm start: 38 sec . average . F g
* Cold start: 42 sec., average
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GPS Tracker Phone
S1001G

51001G is a tracker plione with a SiRF 1ll GPS chipset and customized tracker protocol.
The $51001G integrates a 1.5' CSTN screen and 1 emergency button supporting voice
call. Its location can be real time tracked through internet (Web and WAP) or specified
terminals. The user can communicate with the service server through GPRS or $MS
channel; trigger alarm signals of Emergency, Shock, Geo-fencing, Remote Control,
Over-speed and Lower power, and track the routing history of the terminal through USB
Jack or website. B —

Technical Specifications A-GPS
» Quad band GSM/GPRS B50/300/1800/1 900MHz +SUPL 1.0
« Display: 65k color CSTN LCD, 128x128 pixels
« Language: English, Chinese, Spanish, Other Function

Portuguese « Alarm Scenario

+ Minimal Talk Time (min.}. 180minute « Emergency Alarm
« Ring tane: 16 palyphonic MID] + Geo-encing Alarm
« Battery: 1150mAh = Owerspeed alarm
+ LCD Scresn * Lower power alarm
« Dimension: 105mmxds Bmmx16.7mm « Remote contral loss alarm
« Weight: 100g

GRS

» GPS Chipset; SIRF Star 1l

= Channels: 20 channal all-n-view tracking
« Reaequisition: 0.1 sec., average

« Hot start: 1 sec., averags

« Warm start; 38 sec., average

« Cold start 42 sec., average

GS200

GS200 is a tracker phone with a SiRF 11l GPS chipset and customized tracker protocol.
The GS200 integrates a 2.0' QCIF screen and 1 emergency button supporting voice call.
Its location can be real time tracked through internet (Web and WAP) or specified
terminals. The user can communicate with the service server through GPRS or SMS
channel; trigger alarm signals of Emergency, Shock, Geo-fencing, Remote Control,
Over-speed and Lower power, and track the routing history of the terminal through USB
Jack or website.

Technical Specifications A-GPS
= Tri-Band GSM/GPRS B50/1800/1900MHz ar «SUPL1D
._ GSM/GFRS 500/1800/1500 MHz
\\ = Display; Z.0°QCIF Screen Other Function
; + Leanguage English, Chinese, Spanish and + Alarm Scenaria
| Porluguess « Emergancy Alarm
« Minimal Talk Timea (min ). 1B0minutes » Gao-fencing Alarm
* Ring tone: 18 polyphorie MIDI + Overspeed alarm
« Battery. 1150mAh * Lower power alarm
+ Dimension: 105mmx46.8mm x16.7mm * Remale conirol loss alarm
= Weight 100g

GPS
=« GPS Chipset' SiRF Star 1l
» Channels: 20 channel all-in-view tracking
= Reacquisiion; 0.1 sec., average
« Hot start: 1 sec, avarage
« Warm star: 38 sec., averags
« Cold start. 42 sec., average
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GP100 PND solution combines GPS navigation system with excellent
GSM/GPRS and multimedia technology. With a touch-panel 3.5 TFT screen and
Bluetooth earphone, customers can enjoy great driving experience with
economic cost.

System Information Other Features
= Tri-Band GSM/GPRS 850/1800/1900MHz or * Phone book
GSM/GPRS 300/1800/1900 MHz = Supporting Landscape and Portrail
«Antenna’ Internal PIFA Scenario
+ Screan: 3.5' QVGA TFT, 320 x 240 » Supporting hand free
» Supporting tauch panel « BMS
» Keybaoard « Language: English, Chinese
+ Memory: expandable T-Flash « U-disk (Flash Disk)
« Mini-USB interface, chargeable « MP3 playar
- Battery Capacity: 1450mAh « MPEGH4 player
» Dimension: 110mmx71 Smmx17 8mm » Supporting recording

= Supporting Bluetooth earphone

GPS

« GPS Chipset: SiRF Star il

« Channels 20 channel all-In-view tracking

« Reacquisition: 0.1 sec., average

» Hot start: 1 sec, average

» Warm start. 38 sec., average

* Cold start: 42 sec., average
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